NIR— Laboratory measurement device
for liquids of different consistencies
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laboratory operation.

With the easy to use calibration function, our customer can take spectra's at the device and read the internal
stored spectra with the calibration software.

Due to this function, our customers can expand independent or with our help an existing calibrations or create
new calibrations.
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KASCIN HK-particuLAB Liquid
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file, which can be opened with Excel.
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Date Time D Calib Fat Protein Dry Matter User *
16.03.17 08:49 160317084931 Milk 6.81 27 15.32 Admin
16.03.17 08:51 1 Milk 6.82 2.76 1631 Admin
16.03.17 08:51 2 Milk 6.82 2.76 1631 Admin
16.03.17 08:51 3 Milk 6.82 276 1631 Admin
16.03.17 08:51 160317085118 Milk 6.82 2.76 1631 Admin
16.03.17 13:54 160317135444 Milk 6.94 277 1634 Admin
16.03.17 13:56 160317135502 Milk 6.89 2.78 156.30 Admin
16.03.17 13:56 160317135624 Milk 6.93 279 15.39 Admin
16.03.17 13:58 160317135841 Milk .91 277 1633 Admin
16.03.17 14:02 160317140247 Milk 6.87 279 1634 Admin
16.03.17 14:09 160317140711 Milk 6.92 27 16.34 Admin
16.03.17 14:12 160317141140 Milk .91 2.78 16.36 Admin
16.03.17 14:14 160317141320 Milk .93 2.78 1634 Admin
16.03.17 15:01 160317150119 Milk 6.90 279 1634 Admin
16.03.17 16:27 160317152726 Milk 6.92 278 15.36 Admin
16.03.17 15:31 160317153135 Milk 7.03 2.78 16545 Admin
27.0317 09:22 270317092201 Milk 5.96 3.51 16.79 Admin
27.03.17 09:25 270317092517 Milk 6.02 3.46 1655 Admin
27.03.17 09:26 270317092640 Milk 6.08 3.43 16.45 Admin v
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To check the performance of the laboratory device,
it is possible to make a performance test with a
HK-particul AB reference cuvette. HK-particul AB

Result of Performance Test: As long as everything working properly, the | Result of Performance Test:
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© 7 Lamp power = 99,83 % Lamp power = 6,50 %

Please check Lamps!!
Perfarmance Test = OK
Please check your calibrations!!!
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// ) /’*/ ™ transmitted via a fibre optic to the spectrometer. The spectrometer
\ - split the spectra in 256 support points.

| Through the splitting of the spectrums, can we select with our cali-

bration software the optimum wavelength rang for each compo-
nent.
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Stat—of-the—art NIR- Technology
No moving parts in the optic, like filter wheel
No expensive cleaning agents
Archiving of the measured values in a csv file (can be opened with Excel)
With 6 kg is the HK12 a lightweight under the laboratory devices
Easy to use software:
- for laboratory operation
- for calibrations
Open system:
- existing calibration can be expanded
- new calibrations can be created independent
Fast result (approx. 20sec.)
Can be connected to an existing laboratory PC
Simultaneous measurement of up to 10 organic components

Additionally is it possible to calculate 5 further components out of the measured
components

10 Spectra's are evaluated per



Sample volumes: approx. 3ml

1 512 MB RAM (or higher)

Cleaning: only quartz glass cuvettes 1 USBinterface

Reference measurement:Reference cuvette

Technical dat a:

Housing: ABS plastic / Aluminum

Size: HxW xD 190 x 310 x 270 mm

Weight: approx. 6 kg

Protection Type: IP32

Power supply: 100 - 240 V/AC -5 0 / 8zG- max. 200mA
Environmental temperature: -20°C - +30°C

Operation: 4 in membrane keypad integrated soft keys
Display: 2x24 Sign LCD, LED- backlight

PC- Interface: USB

Directives:

conform, acco the

Scope of supply:

The HK12 is supplied with software, cable and is
connected to an existing PC or laptop.

At the commissioning, the operating personal gets a
device instruction / training.

- generic standard
generic standards




